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Book Descriptions:

canon eos 1ds digital manual

Keep this booklet handy for easy reference. English Edition. The camera is compatible with all
Canon EF lenses and has many features for all types of photography, from fully automatic
snapshooting to professionallevel, creative work. Please purchase it separately. CF cards made by
Canon are recommended. This digital camera supports Exif 2.2 also called “Exif Print”. Exif Print is a
standard for enhancing the communication between digital cameras and printers. Set the camera’s
main switch to the OFF position and remove the camera battery or unplug the power cord from the
electrical outlet immediately. Please consult your camera distributor or the closest Canon Customer
Support. Handling it with wet hands may lead to electrical shock. When unplugging the cord, ensure
that you hold the rigid portion of the plug. Pulling the cord may damage or expose the wire and
shortcircuit, fires or electrical shocks. Exposure to intense sunlight and heat may cause the batteries
to leak, overheat or explode, resulting in fire, burns or other injuries. If you drop the camera into
water, promptly consult your nearest Canon Service Center. Wipe off any water droplets with a dry
cloth. If the camera has been exposed to salty air, wipe with a well wrung damp cloth. Do not subject
the card to physical shock or vibration. Doing so may destroy the data it contains. 2 Do not store or
use a CF card near anything having a strong magnetic field such as a magnet or in places prone to
having static charge. Recharge the battery. Connect the battery to the battery charger with the
power cord. The CHARGE lamp remains lit while the battery is recharged. When the battery is fully
recharged taking about 2 hours, the CHARGE lamp will start blinking. The picture you just took will
be displayed for about 2 sec. Connect the power cord. Checking the Battery Level After replacing
the battery or before using the camera, check the battery level. Detach the battery compartment
cap.http://wecans.co.kr/_UploadFile/Images/braun-combimax-600-food-processor-manual.xml

canon eos 1ds digital manual, canon eos 1ds digital manual pdf, canon eos 1ds digital
manual download, canon eos 1ds digital manual review, canon eos 1ds digital manual
instructions.

The camera is compatible with Type I and Type II CompactFlash CF cards.There are three ways to
operate this dial While pressing a button, you turn the. This dial works only when the While looking
at the LCD monitor, you use the If the camera’s dioptric adjustment still cannot provide a clear
viewfinder image, using Dioptric Adjustment Lens E 10 types is recommended. You will also learn
how to review and organize the recorded images. Images recorded in the mode do not require
processing afterward. However, an image recorded in the This is convenient when you want both
RAW and JPEG versions of the same image. The RAW image can undergo optimal processing, while
the JPEG image enables you to use the image as is without any processing. About White Balance The
three R red, G green, and B blue primary colors exist in varying proportions in a light source
depending on its color temperature. For sunny daylight outdoors. For shaded areas outdoors. For
cloudy or hazy days and during sunsets. For tungsten light bulb light. For fluorescent light. When
flash is used. First you photograph a white object to be used as the standard for the white balance
setting. By selecting this image, you import its white balance data for the white balance setting.
Center spot metering circle In the Then while shooting, you can select one of these images with the
“Custom WB”. If, if you want to use the reading taken with a color temperature meter, take test
shots and adjust the setting to compensate for the difference between the color temperature meter’s
reading and the camera’s color temperature reading. One stop is equivalent to 5 mired as provided
by a color conversion filter. These are equivalent to color film characteristics. The camera provides
five color matrixes to suit the required application. Setting No. Therefore, a high ISO speed is suited
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for moving subjects or taking pictures in lowlight conditions. However, the image will contain more
noise to make it look coarse or grainy.http://clyvanor.com/userfiles/deh-345r-manual.xml

Regarding the tone curve, you must use the dedicated software to set it in the camera beforehand.
Selecting the Processing Parameters MENU While pressing the You can set one of three image
review options “On” to display the image, “On Info” to display both the image and shooting
information, and “Off” to not display the image. Review “On”. You can select any folder to store the
images captured with the camera.Selecting a Folder You can select the folder where subsequent
images are to be stored.The images are saved in the folder you selected. Auto reset and continuous
numbering are two automatic file numbering methods that you can use. The initial setting is
continuous numbering. Auto Reset This resets the file numbering to XXX0001 whenever you use a
new folder to store images you capture or whenever you replace the CF card with a new one. To
continue taking pictures, hold down the Subsequent images you capture are stored in this new
folder.By selecting the optimum AF point, autofocusing can be executed while you maintain the
desired subject framing. You can also set the AF mode to suit the subject or intended effect. First set
the The camera has two AF modes OneShot AF for still subjects, and AI Servo AF for moving
subjects. AI is an abbreviation for Artificial Intelligence. Select the AF mode that suits the subject.
Set the lens focus mode switch to Aim the Area AF or AF point over the subject and press the shutter
button halfway to focus. The Area AF ellipse has 45 AF points, making autofocus possible over a
wide area in the viewfinder. You can concentrate on composing the picture without worrying about
whether an AF point is covering the subject. If double AF points are selected, both AF points will be
used for shooting. If you then select the left or right AF point turning Although you select the AF
point in the same way as with the 45 AF points, having fewer selectable AF points makes it faster to
select an AF point.

You can register an off center AF point which suits your preferred framing or automatic selection for
the picturetaking moment priority. Any of the 45 AF points can be registered. Only one AF point can
be regis tered. However, do not autofocus with the other AF points because they may cause a
focusing error. Center spot metering, AF pointlinked spot metering, and multispot metering can also
be set. Select the metering mode that suits the subject or your photographic inten tion. Evaluative
Partial Spot Centerweighted average Release the This is for metering a particular part of the subject
or scene. Exposure setting for 1 Averaged exposure setting for 1 and 2 Averaged exposure setting
for 1, 2, and 3 Set the metering mode to spot metering. You can take up to eight spot meter readings
for one picture. If you press the Other convenient features are also provided. Although the picture
can be taken, it may come out too bright or too dark.This effect is ideal for portraits.You can refer to
the exposure level indicator in the viewfinder or use a handheld exposure meter to determine the
shutter speed and aperture. Using the Builtin Exposure Meter While pressing the To cancel the
exposure compensation amount, turn the You can bracket the exposures by changing the shutter
speed or aperture. Or you can use a fixed shutter speed and aperture and change the ISO speed.
After locking the exposure, you can recompose the shot while maintaining the desired exposure
level. This feature is useful for backlit and spotlighted subjects. AE lock indicator If OneShot AF and
evaluative metering are set, pressing the shutter button halfway to focus will automatically set AE
lock at the same time. When the internal memory becomes full during continuous shooting, the
camera cannot continue to take more pictures until the images are transferred to the CF card and
the internal memory gain some space. Doing so will throw off the focus.

The 2second delay is effective for closeups or photo duplicating work to prevent camera shake
camera movement while the shutter button is pressed. Bulb is useful when a long exposure is
necessary for capturing night scenes, fireworks, the night sky, etc. Minutes Seconds Hours If the
exposure is 1 sec. The button turns the illumination of both panels on or off. The illumination stays
on for 6 sec. If you take a picture while the panel is illuminated, the illumination will turn off 2
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seconds after the picture is taken. To set this Custom Function, see “Setting a Custom Function” on
page 132. When mirror lockup is set, the camera operates as follows. EXseries Speedlites enable
ETTL autoflash photography as well as ETTL wireless autoflash photog raphy with multiple
Speedlites. Speedlite 550EX will be used to explain the flash photography features possible with the
EOS1Ds. For details on using Speedlite 550EX, see the instructions booklet that came with it. ETTL
Autoflash in Other Shooting Modes Even in the,, and The flash output is changed for the three shots
while the background exposure remains the same. Spot metering circle If the subject is too far away,
resulting in underexposure, the icon will blink.Wireless, MultiSpeedlite System Speedlite 550EX has
the following three features 1 ETTL autoflash 2 Slave unit feature 3 Master unit feature for wireless
control of 550EX slave units By using the above features, you can set up a wireless ETTL autoflash
system with multiple Speedlite 550EXs. This is useful for closeup flash photography. You will need a
standard 18% gray card and an ETTL autoflash Speedlite such as the MR 14EX capable of manual
flash exposures. If you set the camera’s shooting mode to manual or aperturepriority AE, you can
adjust the aperture and fire the flash at full output. You can even make a sound recording for an
image.

When playback images not taken with the camera The camera might not be able to properly display
images captured with a different camera or edited with a personal computer for image processing or
changing file name. A single image or an image index can be displayed.If the auto poweroff function
has been disabled, the image display will turn off automatically after 15 minutes. The horizontal axis
indicates the brightness level, while the vertical axis indicates how many pixels exist for each
brightness level. The button has dual functions for image protection and sound recording. To protect
an image, press the button and let go when the To erase a protected image, first cancel the image
protection. The sound data is attached to the image file and can be played with the dedicated
software.The EOS1Ds camera itself cannot play back the sound recording. You must transfer the
image to a personal computer and use the dedicated software to play the sound recording. A
confirmation dialog will appear.Make sure you are erasing the right images. Protected images
cannot be erased with the camera.In such a case, format the CF card with the camera first. Then it
might work with the camera. The mark you see in these Instruction Manual gives just a brief
description of the relevant Custom Func tion. This section explains all of the camera’s menu
settings, Custom Functions, and Personal Functions. The noise reduction process will take the same
amount of time as the exposure time. You can set this time to 1, 2, 4, 8, 15, or 30 min. “Off”. To
obtain the latest firmware update and installation instructions, see Canon’s Web site. Language
Select your preferred language for the menu. It can be displayed in English, German, French,
Spanish, or Japanese. It also displays the number of remaining shots on the top LCD panel with four
digits. 2 Displays the ISO speed instead of the number of remaining shots. Clearing All Custom
Functions MENU Except for C.

Fn00, you can clear all the Custom Function settings reverts to 0. MENU Since the EOS1Ds’s
standard focusing screen is the Ec CIII, C.Fn001 is already set upon factory shipment. A group of
Custom Function settings can be used for a specific shooting situation such as sports, snapshooting,
and landscapes. On the menu, select “Personal Func tions P.Fn.”. They are set with the dedicated
software while the EOS1Ds is connected to a personal computer.The Personal Function settings can
be modified only with the driver software.Maintenance. The date and time is recorded with each
picture you take. The pictures you take are recorded together with the current date and time. If the
correct date and time is not set first, the pictures you take will be recorded with an incorrect date
and time. The battery’s service life is about 10 years.To avoid this, follow the procedure below to
clean the CMOS sensor. Note that the CMOS sensor is a very delicate component. If possible, you
should have it cleaned by a Canon Service Center. If the power is turned off, the shutter will close
and you might damage the shutter curtain with the blower. It covers basic photography concepts,
camera specifications, system acces sories, and other reference information. Reference.



Abbreviation for auto focus. It enables the camera to focus the subject automatically. CF
CompactFlash card CF card is the small, cardshaped storage media used to record images taken by
the EOS 1Ds. It is equal to the focal length devided by the aperture diameter. It adjusts the amount
of light striking the CMOS sensor. The aperture value is displayed on the camera’s top LCD panel
and in the viewfinder. The maximum and minimum aperture warning displays will differ depending
on the lens attached to the camera. Indication The subject is too 1 Increase the ISO speed. Numbers
from “4” to “8000” denote the denominator of the shutter speed fraction.

Jot down the “xx” error code and take your camera to the nearest Canon Service Center see list of
service centers on the back cover. Erase No more recording unnecessary images from the CF card
to make more room.Power Source The battery You are using the wrong battery. Attach the battery
properly to the charger. Contact your dealer or Canon Service Center. The image is out The lens
focus mode switch is set to You must also set C.Fn00 so that the standard setting for obtaining a
correct exposure matches the focusing screen. Focusing Screen Type New Lasermatte Screen
Lasermatte Screen C.Fn00 cannot be in any Custom Function group to be registered. When fully
charged, it enables the camera to take up to about 600 shots at normal temperature. NiMH Charger
NCE2 Quick charger dedicated to the NiMH Pack NPE3. CF cards made by Canon are
recommended. PC card adapter Enables a CF card to be inserted into a PC card slot or. The voice
narration recorded with the builtin microphone is attached to the image. EOS M and EOS R Full
Frame mirrorless ranges deliver the power of DSLR in the body of a compact camera. Register your
product and opt in for exclusive offers and discounts. Note Please use Adobe Reader 6.0 or later
versions to browse the PDF file.You may download and use the Content solely for your personal,
noncommercial use and at your own risks. Canon shall not be held liable for any damages
whatsoever in connection with the Content, including, without limitation, indirect, consequential,
exemplary or incidental damages. You shall also not and shall not let others reproduce, modify,
reformat or create derivative works from the Content, in whole or in part. This page requires
Javascript. Modify your browsers settings to allow Javascript to execute. See your browsers
documentation for specific instructions. To install your download click on the name of the
downloaded file.

Recommended Software File Name Date File Size Optional Software File Name Date File Size
Recommended Manuals File Name Date File Size Optional Manuals File Name Date File Size The
sole warranty, if any, with the respect to such nonCanon brand items is given by the manufacturer
or producer thereof. This limited warranty covers all defects encountered in normal use of the
Product, and does not apply in the following cases If the problem cannot be corrected over the
telephone, you will be asked to follow the applicable procedures for MAILIN SERVICE. Note that a
dated proof of purchase is required at the time of service. MAILIN SERVICE is a program under
which your Product is repaired by a Canon U.S.A. or a Canon Canada authorized service center for
the Product. Authorized service center information can be obtained by visiting
www.canontechsupport.com US customers only or by contacting the Canon U.S.A., Customer Care
Center or Canon Canada Customer Information Centre at 1800OKCANON 18006522666. You will be
given the name, address and phone number of an authorized service center. It is your responsibility
to properly package and send the defective Product, together with a copy of your dated proof of
purchase, a complete explanation of the problem and a return address to the authorized service
center at your expense. Do not include any other items with the defective Product. The Product
covered by this limited warranty and proven to be defective upon inspection will be repaired and
returned to you without charge by the authorized service center. Any Product received by the
authorized service center that is not covered by the limited warranty will be returned unrepaired, or
at the discretion of the authorized service provider, you may receive a written estimate of repair at
such cost as the service center may establish from time to time.Manual By AE lock button in all
metering modes.



Scroll down to easily select items to add to your shopping cart for a faster, easier checkout. Visit the
Canon Online Store Adapter EcC, EdC Holds 12 Cameras bodies, 34 lenses and accessories. Inside
measurements W x H x D 10 x 14.75 x 5 inches. Rugged nylon, waterrepellent, urethane coated for
extra durability. Wellarranged divider system for secure storage and easy access. Lightweight
construction, padded shoulder straps and back for comfort. Front webbing ideal for storing a light
jacket. Tripod carrying straps. Color Black with Olive.Front and Rear zippered pouches. Zippered
fulllength mesh pouch inside top cover. Divider system for secure storage and easy access.It is
designed to hold two 35mm SLR bodies, 5 8 lenses, plus film and accessories.It features a 3way pan
head for precise control and smooth movement. The 3section tubular leg construction allows for
exceptional stability indoors or out.The Deluxe Tripod 300 features a 3 way pan head for precise
control while the 3 section tubular leg construction allows enhanced stability indoors and
outdoors.Can hold your cameras, lenses, accessories and even a laptop computer. Durable,
waterrepellent nylon exterior. Padded interior dividers and easyaccess storage pockets.The lens fits
into the eyepiece holder of you EOS camera. Please see the Compatibility tab for a list of compatible
EOS cameras.The lens fits into the eyepiece holder of you EOS camera. The lens fits into the
eyepiece holder of you EOS camera.The lens fits into the eyepiece holder of you EOS camera. The
lens fits into the eyepiece holder of you EOS camera. The lens fits into the eyepiece holder of you
EOS camera. The lens fits into the eyepiece holder of you EOS camera. Requires Rubber Frame Ef,
Eb or Ec The lens fits into the eyepiece holder of you EOS camera. This is because the microlens on
the screens matte is optimally shaped to increase defocusing near the point of focus.Ambient and
flash metering are affected when using the Black Mask screens.

Automatic exposure is usable in partial, spot, or multispot metering patterns. When using ETTL or
ETTL II autoflash with Canon EX Speedlites, only FEL Flash Exposure Lock together with partial or
spot metering is recommended.For general photography.The cameras AF points remain fully visible.
It is for general photography.It is for closeup and microphotography, and for determining
magnification ratios and composition.It is for general photography. Standard for EOS 3.It is an
overall bright laser matte and incorporates center spot metering. Standard for EOS 1N RS.Made
from Cordura Nylon. Large Zippered Front Accessory Pocket. Zippered Mesh Pocket Inside Top Lid.
Two Side Accessory Zippered Pockets. Tripod Loops on Bottom. Five Movable, Padded Internal
Dividers. Two Strap Handles with Grip. Removable Shoulder Strap. Rubber Feet for Ground
Protection. The strap attaches to the eyelets at the sides of the camera.The cable connects to your
camera and to the USB port on your PC or MAC Computer. Comes standard with the EOS 1Ds Mark
III, 1D Mark IV, 1D Mark III, 1Ds Mark II, 1D Mark II N, 1D Mark II, 5D Mark II, 7D, 5D, 50D, 40D,
30D, 20D, 10D, Digital Rebel XTi, Digital Rebel XT and Digital Rebel. Please see Compatibility tab
for compatible models.It features a foam grip on the top leg section, a hand strap, flip lock leg
sections, and rubber leg tip.Features adjustable tripod straps, and high strength buckles for the
main compartment. The Canon logo is embroidered on the top flap. The Remote Switch works just
like a shutter button, enabling halfway or complete pressing.This remote switch has a selftimer,
interval timer, long exposure timer and exposurecount setting feature. The timer can be set from 1
second to 99 hours. A new dial enables you to easily enter the numeric settings with a single thumb.

Comes standard with the EOS 1Ds Mark III, 1D Mark IV, 1D Mark III, 1Ds Mark II, 1D Mark II N, 1D
Mark II, 5D Mark II, 7D, 5D, 50D, 40D, 30D, 20D, 10D, Digital Rebel XTi, Digital Rebel XT and
Digital Rebel. Please see Compatibility tab for compatible models.There are two versions of the
EDSDK compatible with Windows or Macintosh. And by having access to our ebooks online or by
storing it on your computer, you have convenient answers with Canon 1ds Mkii Manual. To get
started finding Canon 1ds Mkii Manual, you are right to find our website which has a comprehensive
collection of manuals listed. Our library is the biggest of these that have literally hundreds of
thousands of different products represented. I get my most wanted eBook Many thanks If there is a
survey it only takes 5 minutes, try any survey which works for you. Please try again.Please try



again.In order to navigate out of this carousel please use your heading shortcut key to navigate to
the next or previous heading. Register a free business account Please try your search again later.The
EOS1Ds has outstanding performance features such asfast 45point AF, 3 fps for 10 consecutive
frames, a 5mode 21zone metering systems, 10 modes of white balance and 5 modes of color options.
It is capable of simultaneous RAW and JPEG recording, utilizes Canons advanced flash technologies,
including ETTL wireless autoflash, and comes bundled with powerful new software utilities for both
Mac OS and Windows. The EOS1Ds advantage begins with a fullframe CMOS sensor developed and
manufactured by Canon with an imaging area of 24 x 36mm, the same dimensions used by fullframe
35mm SLRs. Finally, every EF lens will work the same on a digital SLR as it does on your 35mm film
cameras, with the same coverage. Even for wideangle shooters. The CMOS sensor of the EOS1Ds
has 11.1 million effective pixels with a maximum resolution of 4,064 x 2,704 pixels.

This almost doubles the resolution currentlyconsidered stateoftheart by most professionals, resulting
in a quantum leapThe EOS1Ds captures astounding detail and color, almost doubling the resolution
considered state of the art for a digital SLR camera in the world today September 2002. With its
extremely high resolution, the EOS1Ds is designed to meet the needs of a wide range of professional
photographersincluding studio, commercial, reportage, or fashion photographywho need the
ultimate in digital image quality. Optics The cameras imaging engine is one of the keys to its
exceptional quality. The advanced chip assembles and processes image data captured by the sensor
to achieve color accuracy and wide tonal range equivalent to digitally scanned images from
conventional filmbased cameras. The EOS1Ds can capture images at approximately 3 frames per
second for a 10frame burst, even at the highestquality setting. It also has almost three times as
many pixels as the superfast EOS1D. Each of the cameras 45 focusing points is linked directly to
Canons exclusive 21zone metering system. In addition, the metering system also allows
photographers to choose from center weighted, central partial, central spot, focusingpoint linked
spot, or multispot metering. The EOS1Ds features a color matrix function Five settings provide a
choice of two color spaces standard sRGB or expanded Adobe RGB 1998 and four variations in color
characteristics for sRGB. This feature applies to JPEG as well as RAW images, and allows EOS1Ds
image quality to be matched to the requirements of the subject or output device, ranging from
fourcolor offset presses to desktop color Bubble Jet printers. For studio photography, new 4.5meter
FireWire cables are available. The camera automatically formats the CF card for either FAT16 or
FAT32, according to the maximum storage capacity FAT 32 is selected for capacity higher than 2
GB. Images are stored on CompactFlash Type I or II cards Microdrive compatible.

You can create up to 500 subfolders on each CF card with each folder storing up to 9,999 images
Power, Size, and Contents The camera is powered by a rechargeable NiHM battery pack included.To
calculate the overall star rating and percentage breakdown by star, we don’t use a simple average.
Instead, our system considers things like how recent a review is and if the reviewer bought the item
on Amazon. It also analyzes reviews to verify trustworthiness. Please try again later. Timothy Price
5.0 out of 5 stars I have a 5D Mark II, but I have hardly used it since I got the 1Ds. Here are what I
think are the pros and cons of the 1Ds given its 8 to 10 year old technology Pros solid build mirror
and shutter very quiet compared to the 5D Mark II very low vibration from mirror and shutter
superfast autofocus with Lseries lenses superaccurate autofocus fast, accurate autofocus in shadows
and on dark surfaces very accurate metering mode resulting rawTIFF files need little adjustment
even in our harsh southwestern sun surprisingly low noise at high ISO when viewing results on
screen with histogram, the focus points show on the image. I find this to be super valuable, because
I can quickly check the exposure and focus without looking at the image in the full size of the
screen.The unit is HEAVY and will probably require either a mono or tripod for comfortable use. A
smaller allinone Canon is better used as a main camera and save this camera for special events or
superwide, very close macro, and long telephoto photos. Its almost like a RollsRoyce with a precision
machine shop packed in the trunk. I WILL be making an adapter to use an auxiliary 12 Volt battery



to relieve some of the hand weight. The price was SUPER GREAT, and I have been doing business
with KEH for several decades and NO PROBLEMS OR DISSATISFACTON!Condition is excellent.
Battery and battery charger included, but not user manual.Petit bemol il ne sallume plus au bout de
quelques jours.

SAV contacte qui me promet un remboursement, puis finalement il remarche.Pour la FRANCE
compter 150 euros de taxe de douane en plus du prixIt takes some getting used too but after you
learn the buttons, it is a breeze. I am a happy customer.I want to sell it because I bought a 5d mii
and it has the same features.There are cameras with superior technology available used at a similar
price. The EOS1Ds Mark II is a highperformance, digital AF SLR cameraCheck that all the following
items have been included with your camera. If anything is missing, contact. Page 4 ContentsPage 5
Registering and Switching the AF Point.70Follow these safeguards and use the equipment properly
to preventCamera CareDo not drop it or subject it to physical. Page 9 LCD Panels and LCD
MonitorPage 10 nomenclature Nomenclature. For detailed information, reference page numbers are
provided inPage 14 Rear LCD PanelPage 17 Getting StartedFor details on using the battery, refer to
the instructions for the NiMH. Pack NPE3 or NiMH. Page 19 3 RechargeInstalling the BatteryPage
21 Battery LifeThe gures above. Page 22 DC Coupler Kit Using a Household Power Outlet. With DC
Coupler Kit DCKE1, you can connect the camera to aPage 23 Mounting and Detaching a Lens
Mounting and Detaching a Lens. Mounting a LensThe camera can use both a CF card and SD card.
There must be. Page 25 the switch to.Page 26 The access lamp lights or blinks while the picture is
taken, whenPage 27 power switch Basic Operation. Power Switch. The camera can operate only
after the switch is turned on.The shutter button has two stages. You can press the shutter
buttonPage 29 Using the Dial. The dial is mainly used for shootingrelated settings. There arePage 30
Using the Dial. The dial is used for AF point selection and selecting the desiredFor vertical shooting,
the vertical grip camera bottom has a shutterPage 32 Menu Operations Menu Operations. By setting
various optional settings with the menus, you can set.


